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Operating Instruction
Melt Pressure Transmitter

DAIH

Cer ed to

ISO   9001

Please read this instruc on manual carefully before installing the transducer.



Measuring equipment for extruders

  Melt Pressure Transmitter DAIH

2Gneuss MC GmbH & Co KG, Moenichhusen 42, 32549 Bad Oeynhausen, Germany
E-Mail: info@gneuss-mc.com, Web: www.gneuss-mc.com

Version 2.7

Contents

1. Introduc on ............................................................................................................................................. 3

2. Opera ng range and eld of applica on ................................................................................................... 3

3. Danger Areas ........................................................................................................................................... 3

4. Waste disposal ......................................................................................................................................... 3

5. Transport and storage .............................................................................................................................. 4

6. Cleaning of the sensors ............................................................................................................................ 4

7. Installing / Uninstalling ............................................................................................................................. 4

8. Connec ons and commissioning .............................................................................................................. 6

8.1 Electrical wiring for 2-wire sensors ..................................................................................................... 7

8.2 Electrical wiring for 3-wire sensors ..................................................................................................... 8

8.3 Electrical wiring for 4-wire sensors ....................................................................................................10

8.4 Electrical wiring for IO-Link sensors ...................................................................................................11

9. Technical Data .........................................................................................................................................12

10. Dimensions ...........................................................................................................................................13



Measuring equipment for extruders

  Melt Pressure Transmitter DAIH

3Gneuss MC GmbH & Co KG, Moenichhusen 42, 32549 Bad Oeynhausen, Germany
E-Mail: info@gneuss-mc.com, Web: www.gneuss-mc.com

Version 2.7

1. Introduc on

Melt pressure transducers are precise measuring probes which obtain their measuring accuracy and long-life
span only if they are properly handled. These opera ng instruc ons should be studied carefully before
installing the sensor, thus ensuring a trouble-free opera on. Nevertheless, should you encounter any
di cul es, please feel free to contact us or our representa ves - we will be pleased to be of assistance.

These opera ng instruc ons are meant to give general informa on on all types of Gneuss pressure sensors
(see points 1 to 8). From point 9, speci c informa on on the individual sensor type is given.

2. Opera ng range and eld of applica on

Gneuss melt pressure transducers have exclusively been designed for the pressure monitoring of liquid,
doughy or pasty materials at high temperatures. These must have a homogeneous cons tu on. The
applica on area must be selected in such a manner, that a max. di eren al pressure of 2 % of the measuring
range – based on the diaphragm surface - is not exceeded. Any use beyond the above-men oned applica on
area does not conform to regula ons.

3. Danger Areas

In the complete applica on area of the melt pressure transmi er, there is a risk of burns. If the pressure
transmi er is not installed or uninstalled correctly or uninstalled under pressure, there is a risk of hot media
emerging.

The use of appropriate personal protec ve equipment, including full-body protec ve clothing, thermally
insulated gloves, eye protec on, and face protec on, is absolutely essen al!

4. Waste disposal

Pressure transducers lled with mercury must be disposed of as hazardous waste.

A free of charge and ecologically friendly disposal can be carried out by Gneuss MC GmbH & Co. KG.
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5. Transport and storage

Gneuss pressure transducers are generally dispatched in separate packages. In case of mechanical exposure,
the sensing diaphragm is protected by an aluminum cap. This cap should be screwed on at all mes of storage.

6. Cleaning of the sensors

In order to clean the diaphragm, the sealing surface and the process thread, the sensor must have the same
temperature as the plas c mel ng point. The diaphragm and the sealing surface can be wiped down with a
so  cloth, the thread can be cleaned with a steel brush.

(Do not come into contact with the diaphragm surface)

7. Installing / Uninstalling

Installing

On installa on of the pressure transducer, it is impera ve to note that the sensor bore corresponds to the
dimensions men oned below. The ng accuracy can be checked by means of a test bolt.

( d1 )( d3 )

( d2 )

A

0,05   A( d4 )

( c )

45°±1°

( b )
( a )



Measuring equipment for extruders

  Melt Pressure Transmitter DAIH

5Gneuss MC GmbH & Co KG, Moenichhusen 42, 32549 Bad Oeynhausen, Germany
E-Mail: info@gneuss-mc.com, Web: www.gneuss-mc.com

Version 2.7

Prior to moun ng the sensor, the thread should be covered with a heat-resistant paste. Should the machinery
with the sensor drilling s ll be at produc on temperature, a certain prehea ng period for the sensor should
be taken into considera on, in order to avoid a seizing of the sensor due to thermal expansion.

On moun ng the transducer, it is important to note that the sensor is not screwed in at an angle and that the
sensor does not fall into the bore. It is of vital importance that the force for installing the sensor must only be
applied at the sha  (hexagon). Do not apply any force to the sensor head!

Tightening torque for  1/2-20 UNF = max. 30 Nm

Tightening torque for   M 18 x 1,5 = max. 50 Nm

Uninstalling

The uninstalling of the pressure transducer has to be done in a heated up condi on (plas c mel ng point)

On  removal  of  the  sensor,  please  take  note  that  the  diaphragm  is  not  brought  into  contact.  It  is  of  vital
importance that the force for uninstalling the sensor must only be applied at the sha  (hexagon). Do not
apply any force to the sensor head!

The use of personal protec ve equipment, including full-body protec ve suits, thermally insulated gloves,
eye protec on, and face protec on, is absolutely essen al!
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8. Connec ons and commissioning

er the pressure transducer has been installed into the line, as described in sec on 7, the electrical
connec ons have to be applied according to the connec ons indicated on page 9. Gneuss pressure
transducers are equipped with high quality and robust plug connec ons. The connec ng wire should be
soldered with great care as transmission errors of signals can otherwise occur. We recommend using Gneuss
prefabricated connec ng wires which are available ex-stock.

Pressure sensors of the type DAIH are ed with an integrated pressure ampli er, which depending on
version can o er a standard signal in accordance to the pressure range. On commissioning, the sensor must
be calibrated to the corresponding evalua on unit. The calibra on process must be carried out when the
line is heated and at zero pressure. Please proceed as described below.

er successful installa on and thorough hea ng of the pressure sensor, the zero point must be adjusted by
ac va ng the AUTO ZERO func on.

The AUTO ZERO func on is ini ated by a short connec on of the corresponding wires (see wiring
con gura on). For the DAI version with op cal AUTO ZERO ini on (DAI-…-6PA) the zero point calibra on
can be ini ated directly at the sensor. For this, remove the screw plug near the connec ng plug and direct
the beam of an LED ashlight into this opening for approx. 3-5 seconds.

Insert the screw plug again a erwards; it simply serves for protec on against contamina on and extraneous
light. The protec on class is not impaired even without the screw plug being ed.

The integrated ampli er will therea er transmit the star ng value of its output scale (0V at 0…10V, 0mA at
0…20mA and 4mA at 4…20mA output signal). The AUTO ZERO func on is suppressed, if the output signal is
more than 5 % of the maximum value.

erwards an 80% inspec on of the output signal can be performed.  All corresponding lead wires need to
be connected for this procedure (see wiring diagram). The pressure sensor will now supply a signal which is
according to 80% of the measuring value.
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8.1 Electrical wiring for 2-wire sensors

The electrical connec on 4… 20mA Connector type: PT02A-10-6P
Sensor speci ca on DAIH-xE2-xxx-xxxx-xx-xx-x-x-6P

Pin D and Pin  F  are  u lised for  the ac va on of  the Auto-Zero func on.  The Zero-point  is  hereby merely
shi ed. The signal ampli ca on is not a ected, as it is shi ed linear to the zero point.
In order to generate the 80 % signal, pins E and F must be connected.

The electrical connec on 4… 20mA Connector type: PT02A-98-P
Sensor speci ca on DAIH-xE2-xxx-xxxx-xx-xx-x-x-98

In order to ac vate the Auto-Zero func on, pin A and pin C must be connected. Only the Zero point is shi ed.
The signal ampli ca on remains in place, as it shi s linear to the zero point. In order to generate the 80%
signal, pins F and C must be connected.

E
F B

CD

A

Pin Func on Colour coding

(Gneuss – cable)

 A Supply / Signal +          yellow

 B Supply / Signal -          white

 C free          brown

 D Auto Zero          green

 E 80%          pink

 F Auto Zero / 80%          grey

Pin Func on Colour coding

(Gneuss – cable)

 A Auto Zero          pink

 B free          yellow

 C 80% / Auto Zero -   *          white

 D Supply  -                     *          green

 E Supply+         brown

 F 80%          grey

* Pin C und D are connected internally

B
A

F

D C
E
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The electrical connec on 4… 20mA Connector type: P8   (PC06A-12-8P)
Sensor speci ca on DAIH-xE2-xxx-xxxx-xx-xx-x-x-8P

Pin D and Pin  E  are  u lised for  the ac va on of  the Auto-Zero func on.  The Zero-point  is  hereby merely
shi ed. The signal ampli ca on is not a ected, as it is shi ed linear to the zero point. In order to generate
the 80 % signal, pins D and F must be connected.

8.2 Electrical wiring for 3-wire sensors

The electrical connec on 0…10V; 0/4…20mA Connector type PT02A-10-6P
Sensor speci ca on DAIH-xx3-xxx-xxxx-xx-xx-x-x-6P

E
F B

CD

A

Pin Func on Colour coding

(Gneuss – cable)

 A Signal +          yellow

 B Supply /Signal/Auto Zero -          white

 C Supply +          brown

 D free          green

 E Auto Zero          pink

 F 80%          grey

Pin Func on Colour coding

(Gneuss – cable)

A Supply / Signal +          yellow

B Supply / Signal -          white

C free          brown

D Auto Zero / 80%          green

E Auto Zero          pink

F 80%          grey

G free ---

H free ---
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In order for the Auto-Zero func on to be ac vated, pins E and B have to be connected with each other. Only
the Zero-point is shi ed. The signal ampli ca on remains untouched, as it shi s linear to the zero-point. In
order to generate the 80 % signal, pins F and B must be connected.

The electrical connec on 0…10V; 0/4…20mA   Connector type PT02A-98-P
Sensor speci ca on DAIH-xx3-xxx-xxxx-xx-xx-x-x-98

In order to ac vate the Auto-Zero func on, pins A and C  have to be connected. This leads to a shi ing of the
zero point. The signal ampli ca on remains in place, as it shi s linear to the zero point.
The 80 % signal is generated by connec ng pins F and C

The electrical connec on 0…10V; 0/4…20mA  Connector type: P8 (PC06A-12-8P)
Sensor speci ca on DAIH-xx3-xxx-xxxx-xx-xx-x-x-8P

Pin Func on Coulour coding

(Gneuss – cable)

 A Auto Zero          pink

 B Signal +         yellow

 C Supply/Signal/Auto Zero -         white

 D free          green

 E Supply +          brown

 F 80%          grey

B
A

F

D C
E

Pin Func on Colour coding

(Gneuss – cable)

A Signal +          yellow

B Supply / Signal -          white

C Supply +          brown

D free          green

E Auto Zero          pink

F 80%          grey

G free ---

H free ---



Measuring equipment for extruders

  Melt Pressure Transmitter DAIH

10Gneuss MC GmbH & Co KG, Moenichhusen 42, 32549 Bad Oeynhausen, Germany
E-Mail: info@gneuss-mc.com, Web: www.gneuss-mc.com

Version 2.7

Pin E and Pin B are u lized for the ac va on of the Auto-Zero func on. The Zero-point is hereby merely
shi ed. The signal ampli ca on is not a ected, as it is shi ed linear to the zero point. In order to generate
the 80 % signal, pins F and B must be connected.

8.3 Electrical wiring for 4-wire sensors

The electrical connec on 0…10V; 0/4…20mA Connector type PT02A-10-6P
Sensor speci ca on DAIH-xx4-xxx-xxxx-xx-xx-x-x-6P

In  order  to  ac vate the Auto-Zero func on,  pins  E  and D or  B  must  be connected.  Only  the Zero point  is
shi ed. The signal ampli ca on remains in place, as it shi s linear to the zero point. In order to generate the
80% signal, pins F and D or B must be connected.

The electrical connec on 0…10V; 0/4…20mA        Connector type PT02A-98-P
Sensor speci ca on DAIH-xx4-xxx-xxxx-xx-xx-x-x-98

E
F B

CD

A

Pin Func on Colour coding

(Gneuss – cable)

 A Signal +          yellow

 B Signal/Auto Zero -       *          white

 C Supply  +          brown

 D Supply / Auto Zero -    *          green

 E Auto Zero          pink

 F 80%          grey

* Pins B and  D are connected internally

Pin Func on Coulour coding

(Gneuss – cable)

 A Auto Zero          pink

 B Signal +         yellow

 C Signal/Auto Zero -    *         white

 D Supply/Auto Zero -   *          green

 E Supply +          brown

 F 80%          grey

* Pins C and D are connected internally

B
A

F

D C
E
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In order to ac vate the Auto-Zero func on, pins A and C or D have to be connected. This leads to a shi ing of
the zero point. The signal ampli ca on remains in place, as it shi s linear to the zero point.
The 80 % signal is generated by connec ng pins F and C or D

The electrical connec on 0…10V; 0/4…20mA Connector type: P8 (PC06A-12-8P)
Sensor speci ca on DAIH-xx4-xxx-xxxx-xx-xx-x-x-8P

* Pins B and D are connected internally

In order to ac vate the Auto-Zero func on, pins E and B or D have to be connected. The Zero-point is hereby
merely shi ed. The signal ampli ca on is not a ected, as it is shi ed linear to the zero point. The 80 % signal
is generated by connec ng pins F and B or D.

8.4 Electrical wiring for IO-Link sensors

The electrical connec on IO-Link Connector Type M12 5-pol
Sensor speci ca on DAI-xIO-xxx-xxxx-xx-xx-x-x-5P

Pin 1 +24V
Pin 2 NC
Pin 3 0V
Pin 4 C/Q IO-Link
Pin 5 NC

Pin Func on Colour coding

(Gneuss – cable)

A Signal +          yellow

B Signal -          white

C Supply +          brown

D Supply -          green

E Auto Zero          pink

F 80%          grey

G free ---

H free ---
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9. Technical Data

Pressure range: See order speci ca on

Supply: 19…32 VDC

Output signal: 0…10 V; 0…20 mA; 4…20 mA  (see order speci ca on)

Max. load (4–20 mA, 2-wire) 950   at 24 V supply

Calibra on point: 80 % of measuring range

Accuracy: 0,50 % FSO respec vely 0,25 % FSO (see order speci ca on)

Maximum over load: 150% of measuring range

Zero devia on with
temperature Varia ons
at the membrane:: approx. 0,04 bar/K

Zero devia on with
temperature Varia ons
at the measuring head: 0,003 % from nal value/°C

Maximum temperature at
the membrane: 300°C with NTX- lling (W)

400°C with Hg- lling (M)
500°C with NaK- lling (N)

Maximum. Temperature at
the measuring head: 85 °C

EMC: Electromagne c disturbances and electromagne c suscep bility according
to EN 61326

Degree of protec on: IP 65
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10. Dimensions

D1 D2 D3 D4 D5 A B C SW

M18x1,5 10 –0,05 16 –0,1 16 –0,5 16 6 –0,25 14 20 17

1/2“20UNF 2A 7,8 –0,5 10,5 –0,05 10,5 –0,5 12,5 5,6 –0,1 10,8 17 17

For available varia ons see order speci ca on.
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Order specification DAIH - 2 - - - - - - - -

Standard configuration
DAIH

Total measurement error FSO
0.50% 2

Output signal
4-20 mA (2-wire) E 2
4-20 mA (3-wire) E 3
4-20 mA (4-wire) E 4
0-20 mA (3-wire) D 3
0-20 mA (4-wire) D 4

0-10 V (3-wire) C 3
0-10 V (4-wire) C 4
IO-Link (digital) I O

Thread connection
1/2" UNF 2A 1 2 A
M18 x 1,5 A 1 8 A
M18 x 1,5 B 1 8 B

Pressure range [bar]
200 B 2 0 Z
350 B 3 5 Z
400 B 4 0 Z
500 B 5 0 Z
600 B 6 0 Z
700 B 7 0 Z
800 B 8 0 Z

1000 B 1 0 H
Shaft length (rigid)

152 mm, 6" (standard) S 0
203 mm,   8,0" S 1
254 mm, 10,0" S 2
318 mm, 12,5" S 3
356 mm, 14,0" S 4
457 mm, 18,0" S 5
38 mm,   1,5" *4 S 6
50 mm,   2,0" *4 S 7
76 mm,   3,0" S 8

Special shaft length S 9
Length of flexible capillary

No flexible capillary F 0
457 mm, 18" (standard) F 5

610 mm, 24" F 6
760 mm, 30" F 8

Special length F 9
Diaphragm (reinforced)

Stainless steel *2 R
Alloy C4 (2.4610, Hastelloy) *2 H
Alloy 718 (2.4668, Inconel) *2 I
Stainless steel/GX-Coating B

Alloy C4/GX-Coating C
Alloy 718/GX-Coating D

Special diaphragm S
Sensor medium

Mercury-free W
Mercury-free high temperature *5 N

Mercury M
Electrical connection

6-pole connection (standard) *6 6 P
5-pole connection (Binder) *7 5 P

8-pole connection 8 P
6-pole connection (type 98) *6 9 8
optical Auto-Zero activation A

Cable exit stainless steel, 3m *3 3 3
Special design

No special design 0 0 0
Special design x x x

*2 As a standard, all diaphragms are coated with Gneuss unique "G-coating" against adhesive and glutinous media.
Special coatings are available on request.

*3 For cable exit, please confirm cable length. Unless specified, the standard length will be 3 m.
*4 Only available with flexible capillary
*5 Mercury-free High Temperature  300° (only available for > 100 bar up to 800bar and total length of capillary up to max. 1000mm)
*6 available with optical auto-zero
*7 Standard connector plug in conjunction with IO-Link

Order specification DAIH series
Pressure Transducer with V or mA or IO-Link output
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Order specification DAIH - 2 - - - - - - - -

Standard configuration
DAIH

Total measurement error FSO
0.50% 2

Output signal
4-20 mA (2-wire) E 2
4-20 mA (3-wire) E 3
4-20 mA (4-wire) E 4
0-20 mA (3-wire) D 3
0-20 mA (4-wire) D 4

0-10 V (3-wire) C 3
0-10 V (4-wire) C 4
IO-Link (digital) I O

Thread connection
1/2" UNF 2A 1 2 A
M18 x 1,5 A 1 8 A
M18 x 1,5 B 1 8 B

Pressure range [PSI]
3000 P 3 0 H
5000 P 5 0 H
6000 P 6 0 H
7500 P 7 5 H
9000 P 9 0 H

10000 P 1 0 T
12000 P 1 2 T
15000 P 1 5 T

Shaft length (rigid)
152 mm, 6" (standard) S 0

203 mm,   8,0" S 1
254 mm, 10,0" S 2
318 mm, 12,5" S 3
356 mm, 14,0" S 4
457 mm, 18,0" S 5
38 mm,   1,5" *4 S 6
50 mm,   2,0" *4 S 7
76 mm,   3,0" S 8

Special shaft length S 9
Length of flexible capillary

No flexible capillary F 0
457 mm, 18" (standard) F 5

610 mm, 24" F 6
760 mm, 30" F 8

Special length F 9
Diaphragm (reinforced)

Stainless steel *2 R
Alloy C4 (2.4610, Hastelloy) *2 H
Alloy 718 (2.4668, Inconel) *2 I
Stainless steel/GX-Coating B

Alloy C4/GX-Coating C
Alloy 718/GX-Coating D

Special diaphragm S
Sensor medium

Mercury-free W
Mercury-free high temperature *5 N

Mercury M
Electrical connection

6-pole connection (standard) *6 6 P
5-pole connection (Binder) *7 5 P

8-pole connection 8 P
6-pole connection (type 98) *6 9 8
optical Auto-Zero activation A

Cable exit stainless steel, 3m *3 3 3
Special design

No special design 0 0 0
Special design x x x

*2 As a standard, all diaphragms are coated with Gneuss unique "G-coating" against adhesive and glutinous media.
Special coatings are available on request.

*3 For cable exit, please confirm cable length. Unless specified, the standard length will be 3 m.
*4 Only available with flexible capillary
*5 Mercury-free High Temperature  300° (only available up to 12000 PSI and total length of capillary up to max. 1000mm)
*6 available with optical auto-zero
*7 Standard connector plug in conjunction with IO-Link

Order specification DAIH series
Pressure Transducer with V or mA or IO-Link output
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Copyright:

Gneuss MC GmbH & Co. KG retains the copyright to these instruc ons for use.

ISO 16016 protec on no ce:

Forwarding and duplica on of this document, including re-u liza on or disclosure of its contents, is not
permi ed unless expressly permi ed. Contraven on of this requirement shall result in liability to pay
damages. All rights reserved in the event that a patent, design patent or u lity model is registered.

Gneuss MC GmbH & Co. KG

Moenichhusen 42

D-32549 Bad Oeynhausen, Germany

Tel.: +49 5731 30202-0

Mail: info@gneuss-mc.com

www.gneuss-mc.com


