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Melt Temperature Sensor 

TF 
 

 

 

 

 

 

Certified to 

ISO   9001 

Please read this instruction manual carefully before installing the transducer. 
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1. Application and designated area of operation 

 

Gneuss melt temperature sensors are designed for temperature measurement of liquid, doughy or paste-like 
melts up to a temperature of 450°C (PT100 350°C). They do not have any negative influence on the production 
process. The media must be homogeneous. Further, the measuring tip length has to be selected in accordance 
with the melt viscosity and the channel diameter. 

Any application deviating from this area of operation is designated unsuitable. 

Should the use of the sensor for unsuitable applications result in any damage, the manufacturer cannot be 
held responsible. This is exclusively the responsibility of the operator. 

 

2. Safety and disposal 

 

In the complete application area of the melt temperature sensor, there is a risk of burns. If the temperature 
sensor is not installed or uninstalled correctly or uninstalled under pressure, there is a risk of hot media 
emerging. 

The use of appropriate personal protective equipment, including full-body protective clothing, thermally 
insulated gloves, eye protection, and face protection, is absolutely essential! 

 

 

The unit does not contain toxic or water-polluting materials and therefore does not need to be disposed of 
as special waste. Further, no materials harmful to the ozone layer are used for the manufacture of these 
sensors. 
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d1 M18x1,5 ½“20UNF 2A 

d2 Ø 10,1 +0,05 Ø 7,9 +0,05 

d3 Ø 16,1 +0,1 Ø 10,7 +0,1 

d4 Ø 20 +0,2 Ø 13 +0,2 

a 6,1 –0,1 5,7 –0,1 

b 4 –0,2 3,2 –0,2 

c 25 19 

 

 

3. Installing / Uninstalling 

 

Installing 

On installation of the temperature sensor it is imperative to note that the sensor bore corresponds to the 
dimensions mentioned below. The fitting accuracy can be checked by means of a test bolt. 

 

 

 

 

 

 

 

 

 

 

Prior to mounting the sensor, the thread should be covered with a heat resistant paste. Should the machinery 
with the sensor drilling still be at production temperature, a certain preheating period for the sensor should 
be taken into consideration, in order to avoid a seizing of the sensor due to thermal expansion. 

On mounting the sensor, it is important to note that the sensor is not screwed in at an angle and that the 
sensor does not fall into the bore. It is of vital importance that the force for installing the sensor must only be 
applied at the shaft (hexagon). Do not apply any force to the sensor head! 

Starting torque for  1/2-20 UNF = max. 30 Nm 
Starting torque for   M 18 x 1,5 = max. 50 Nm 
 

Uninstalling 

The uninstalling of the sensor has to be done in a heated up condition (plastic melting point). It is of vital 
importance that the force for uninstalling the sensor must only be applied at the shaft (hexagon). Do not 
apply any force to the sensor head! 

 

When uninstalling the sensor, be prepared for hot, pressurized fluid to escape at any time. The use of personal 
protective equipment, including full-body protective suits, thermally insulated gloves, eye protection, and 
face protection, is absolutely essential! 
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4. Identification data 

 

Sensor:     insulated thermocouple or RTD PT100 

 

Material in contact with media:  Steel grade 1.4305, optional Steel grade 1.4542 or 2.4610 

 

Thermal conductivity values:  Shaft and measuring tip: 15 W / m x K 

     Insulating sleeve: 2,5 W / m x K (version TF-CX…) 

 

Insulation resistance of the  20° C:  Approx. 200 MOhm at 100 V 

Measuring element:   350° C:  20 - 40 MOhm at 100 V 

 

Max. melt pressure:   2000 bar  /   29000 PSI 

 

Accuracy class:    Thermocouple: Class 2 (optional 1) according to DIN EN 60584 

     PT100: Class B (optional A) according to DIN EN 60751 
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5. Electrical wiring 

 

5.1 Goldcontact version 2G or 4G 

 
  Thermocouple     Resistance thermometer PT 100 
  
 
 
 
 

 

      single        dual     2- and 3 wire   4 wire 

 

Connecting socket: Lemosa ERA 2S 302 CLL, 2-pole or 
   Lemosa ERA 2S 304 CLL, 4-pole 
 
Cable plug:  Lemosa FFA 2S 302 CLAL 52 Z, 2-pole or 
   Lemosa FFA 2S 304 CLAL 52 Z, 4-pole 
 

5.2 Thermocouple connector version 

 

Thermocouple        Resistance thermometer PT 100 
 

 
 
    single   dual             3 wire          4 wire 
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5.3 Version with 4…20 mA output TF-XX-XXX-XXX-XX-XX-2MA-2G-XXX 

 
Technical data of integrated amplifier: 
 
Measuring range:  0...350 °C (other ranges optional) 
Output signal:   4...20 mA  2-wire 
Supply:    15...35 VDC, max. ripple <10% 
Max. working resistance: 250 Ohm at 15 V supply 
    750 Ohm at 25 V supply 
    1250 Ohm at 35 V supply 
Malfunction:   Sensing element fracture output > 20mA 
    Sensor short circuit output < 4mA 
EMC emission:   According to EN 61000-6-3:2001 
EMC stability:   According to EN 61000-6-2:2001 

 
 
5.4 Version with 0…10 V output TF-XX-XXX-XXX-XX-XX-VDC-4G-XXX 

 
Technical data of integrated amplifier: 
 
Measuring range:  0...350 °C 
Output signal:   0…10V 3/4-wire 
Supply:    15...35 VDC, max. ripple <10% 
Max. consumption:  10 mA 
Malfunction:   Sensing element fracture output > 10V 
    Sensor short circuit output = 0 V 
EMC emission:   According to EN 61000-6-3:2001 
EMC stability:   According to EN 61000-6-2:2001 
 

 
 

Connecting socket: 

Lemosa ERA 2S 302 CLL, 2-pole 

 

Cable plug: 

Lemosa FFA 2S 302 CLAL 52 Z, 2-pole 

Connecting socket: 

Lemosa ERA 2S 304 CLL, 4-pole 

 

Cable plug: 

Lemosa FFA 2S 304 CLAL 52 Z, 4-pole 
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6. Dimensions 

 

 

 

 

 

D1 D2 D3 D4 D5 A B C SW L1 

M18x1,5 10 –0,05 16 –0,1 16 –0,5 16 6 –0,25 14 20 17 0/5/10/ 

1/2“20UNF 2A 7,8 –0,5 10,5 –0,05 10,5 –0,5 12,5 5,6 –0,1 10,8 17 17 15/20/25 

 

 

For available variations see order specification. 
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Order specification TF - - - - - - - -

Standard version

TF

Version

ceramically isolated measuring tip C X

Measuring tip in steel construction M X

Process connection

1/2" UNF 2A 1 2 A

M18 x 1,5 A 1 8 A

Sensor tip length [mm]

0mm 0 0

5mm 0 5

10mm 1 0

15mm 1 5

20mm 2 0

25mm 2 5

Special length T 9

Sensor tip material

Stainless steel (standard) S

Stainless steel (1.4542) R

Alloy C4 (2.4610, Hastelloy) H

Stainless steel/GX-Coating B

Special material Y

Shaft length [rigid]

152 mm, 6" (Standard) S 0

203 mm,   8,0" S 1

254 mm, 10,0" S 2

318 mm, 12,5" S 3

356 mm, 14,0" S 4

406 mm, 16,0" S 5

456 mm, 18,0" S 6

76 mm, 3,0" S 8

Special shaft length S 9

Exit junction

no cable exit → Plug connection *2 F 0

Cable exit 100 mm, 4" *10 F 1

Cable exit 1016 mm, 400" *10 F 2

Cable exit 3000 mm, 1181" *10 F 3

BUZ-head *7 F 4

Special length F 9

Sensor element + output signal

Thermocouple Type J  (simplex) *1 T 1 J

Thermocouple Type L (simplex) *1 T 1 L

Thermocouple Type K (simplex) *1 T 1 K

Thermocouple Type J (duplex) *3 T 2 J

Thermocouple Type L (duplex) *3 T 2 L

Thermocouple Type K (duplex) *3 T 2 K

RTD PT100  2-Wire system *1 P T 2

RTD PT100  3-Wire system P T 3

RTD PT100  4-Wire System *3 P T 4

4-20mA 2-wire EX approved (BUZ) *6+4 E X A

4-20mA 2-wire *6+8 2 M A

0-10V *6+9 V D C

Special output signal 9 9 9

Electrical Connection

2-pole, goldcontacts 2 G

4-pole, goldcontacts 4 G

2-pole Thermocouple connector 2 T

3-pole Thermocouple connector 3 T

4-pole Thermocouple connector 4 T

open cable end L O

terminal screw *5 S K

Special design

without 0 0 0

Customer specific construction x x x

*1 Electrical connection "2G" or "2T" *6 Only with RTD PT100 3-wire

*2 Electrical connection "2G" or "4G" *7 Only in conjunction with rigid shaft

*3 Electrical connection "4G" or "4T" *8 Electrical connection "2G"

*4 Electrical connection "SK" *9 Electrical connection "4G"

*5 Only in conjunction with "F4 BUZ-head" *10 Electrical connection "2T", "3T", "4T" or "LO"

Order specification TF-XX
Melt temperature sensors
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Copyright: 

Gneuss MC GmbH & Co. KG retains the copyright to these instructions for use. 

 

ISO 16016 protection notice: 

Forwarding and duplication of this document, including re-utilization or disclosure of its contents, is not 
permitted unless expressly permitted. Contravention of this requirement shall result in liability to pay 
damages. All rights reserved in the event that a patent, design patent or utility model is registered. 
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